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TMR 2-0511E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-0512E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-1210E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-1211E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-1212E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-2410E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-2411E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-2412E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-4810E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-4811E
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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TMR 2-4812E
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